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AdBlue®/DEF ACCESSORIES

LEVER ACTION PUMPS FOR ADBLUE®/DEF

Polypropylene Lever Action Pump (EPDM seals) kit suitable for AdBlue® 
205 litre drums mounting.

PART No. DESCRIPTION NOZZLE ADAPTOR

300 006.001 Lever pump kit
c/w 2 m CPVC Hose - 2” BSP (M)

300 006.002 Lever pump kit
c/w 2 m CPVC Hose - 2" BSP (F)

300 006 .001

ADBLUE®/DEF ELECTRONIC LINE METERS ADBLUE®/DEF ACCESSORIES

366 010 AdBlue®/DEF oval gear meter, 1/2" BSP (F) Oval gear 
meter manufactured in CPVC, stainless steel and LCP for AdBlue®/
DEF. Digital display, works with two AAA alkaline batteries. Inlet/
outlet thread 1/2" BSP (F). Flow rate: 1-50 l/min.

AdBlue®/DEF nozzles with stainless steel and thermoplastic versions available. Depending on the 
model they can be manual or automatic, with spike or thread connection.
361 003.370 Manual (thermoplastic), 90 l/min, 1" BSP (F) inlet thread.
361 002.370 Manual (thermoplastic), 90 l/min, Ø 25 mm inlet hose barb.
361 001.370 Manual (thermoplastic), 90 l/min, Ø 19 mm inlet hose barb.

569 000 Automatic (stainless steel), 45 l/min, Ø 19 mm inlet hose barb.
569 001 Automatic (stainless steel/polypropylene), 45 l/min, Ø 19 mm inlet hose barb.

SPECIAL FOR PASSENGER CARS
569 005 Automatic (stainless steel/polypropylene), 10 l/min, Ø 19 mm inlet hose barb.
569 006 Automatic (stainless steel/polypropylene), 5 l/min, 1" BSP (M) inlet thread.
Integrated mis-filling prevention (Elaflex).

ADBLUE®/DEF NOZZLES

689 042 Polypropylene foot valve with 
filter. 1" BSP (F).
560 903 Polypropylene foot valve. 1" BSP (F)

689 041 Polypropylene filter for suction 
hose, Ø 25 mm hose barb connection.

689 047 Polypropylene hose tail 
connection kits, Ø 19 mm. 1" BSP (M), with 
connection clamps.
689 048 Polypropylene hose tail 
connection kits, Ø 25 mm. 1" BSP (M), with 
connection clamps .

560 901 CSC quick coupling, Ø 19 mm 
hose barb connection.
560 902 Suction tube for CSC connection. 
With 2" BSP (M) connection.
560 906 Suction tube for CSC connection. 
With 2" TRISURE connection.
560 904 1" BSP (F) check valve
360 137 Universal pump bracket
Allows fixing a pump onto a 205 litre drum 
or to a 1,000 litre IBC container with carrying 
handle and drip pocket. 

360 137

689 041

560 901

AdBlue®/DEF PUMP KITS WITH LEVER ACTION PUMP

Polypropylene lever action pump (EPDM seals) mounted on the side of an IBC 
1.000 l container. 

PART No. DESCRIPTION NOZZLE

300 010 IBC mounted pump kit c/w 2 m CPVC Hose -

300 902 IBC mounted Pump Kit c/w 1 m EPDM Hose Manual

IBC Containers not included.

300 902

366 010

569 000


