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PUMPMASTER 45 & 60 INSTALLATION KITS

000 000IQUIP MODIT IRIUSCIDUNT NOS NIAM VER IP 000 000IQUIP MODIT IRIUSCIDUNT NOS NIAM VER IP 000 000IQUIP MODIT IRIUSCIDUNT NOS NIAM VER IP

PM45 pump kits for 50 kg and 185 kg drums, totes and grease bins.

534 710PUMPMASTER 45 INSTALLATION KITS

534 141PUMPMASTER 60 INSTALLATION KITS

KIT 
PART No. PUMP RATIO COVER FOLLOWER

PLATE
CONNECTION 

KIT
CAMLOCK 
FEMALE

CAMLOCK 
MALE

50 KG DRUM 
MOUNTED 
PUMP KIT

534 420 531 420 40:1 418 017 (1) 534 103 - -

534 720 531 720 70:1 418 017 (1) 534 103 - -

185 KG DRUM 
MOUNTED 
PUMP KIT

534 410 531 410 40:1 418 026 417 009 534 103 - -

534 710 531 710 70:1 418 026 417 009 534 103 - -

534 210 531 210 25:1 418 026 417 009 534 103 - -

TANK SIDE 
MOUNTED 
PUMP KIT

534 240 531 210 25:1 - - 534 103 950 358 753 110

534 440 531 410 40:1 - - 534 103 950 358 753 110

534 740 531 710 70:1 - - 534 103 950 358 753 110

TANK 
HORIZONTAL 
MOUNTED 
PUMP KIT

534 441 531 430 40:1 - - 534 103 950 358 (2)

534 741 531 730 70:1 - - 534 103 950 358 (2)

(1) Use follower plate 417 010 or 417 011 as required. Follower plate not included.
(2) Included with pump. 

SAMOA recommends using an air filter and pressure regulator at the pump air inlet and a high pressure needle valve 
between the grease delivery hose and the grease distribution line.

KIT 
PART No. PUMP RATIO COVER FOLLOWER 

PLATE
CONNECTION 

KIT
CAMLOCK 
FEMALE

CAMLOCK 
MALE

50 kg DRUM 
MOUNTED 
PUMP KIT

534 820 532 820 80:1 418 017 (1) 534 103 - -

185 kg DRUM 
MOUNTED 
PUMP KIT

534 810 532 810 80:1 418 026 417 009 534 103 - -

TANK SIDE 
MOUNTED 
PUMP KIT

534 840 532 810 80:1 - - 534 103 950 358 753 110

TANK 
HORIZONTAL 
MOUNTED 
PUMP KIT

534 141 532 130 12:1 - - 539 009 950 358 (2)

(1) Use follower plate 417 010 or 417 011 as required. Follower plate not included.
(2) Included with pump. 

SAMOA recommends using an air filter and pressure regulator at the pump air inlet and a high pressure needle 
valve between the grease delivery hose and the grease distribution line. 

PM60 pump kits for 50 kg and 185 kg drums, totes and grease bins.

DRUM 
MOUNTED 
PUMP

TANK SIDE 
MOUNT 
PUMP

TANK 
HORIZONTAL 
MOUNT PUMP

PUMP HOIST

391 022 Pump Hoist
Maximum utility air operated hoist lifts 
and lowers pumps, making drum changes 
easier, faster and safer. Hoist arm adjusts to 
fit different pump heights and swings a full 
360º, serving one or more pumps. It can be 
used with 185 kg - 400 lb and 50 kg - 120 lb 
drums.
Maximum height raised: 2.630 mm.
Minimum height lowered: 1.630 mm.

391 022


